
ADS’s Flexible Hose Spigots and Hose Joiners are made from 0.9mm Galvanised sheet. 

FHS: Used in the standard ADS duct system, this piece allows flexible ducting to be connected to a dropper line. 

FHJ: Used in the standard ADS duct systems, this piece allows two pieces of flex to be joined together 

FHS: Diameter: 80-400mm      FHJ: Diameter 80-250 

Galvanised Flexible Hose Spigots  

Galvanised Flexible Hose Joiners 

                              

Advanced Duct Systems 
         Because Quality Matters 

ABN: 15137674750 

Spigots and Joiners with dimensions other than those listed are available upon request. 

 Dimensional  
D Part # s 

mm  mm 
80 FHS080 0.9 

100 FHS100 0.9 
120 FHS120 0.9 
125 FHS125 0.9 
140 FHS140 0.9 
150 FHS150 0.9 
160 FHS160 0.9 
180 FHS180 0.9 
200 FHS200 0.9 
225 FHS225 0.9 
250 FHS250 0.9 
275 FHS275 0.9 
300 FHS300 0.9 
350 FHS350 0.9 
400 FHS400 0.9 

 

Dimensional 
Specifications  

D Part # s 
mm  mm 
80 FHS080 0.9 

100 FHS100 0.9 
150 FHS150 0.9 
200 FHS200 0.9 
250 FHS250 0.9 
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