
ADS’s longitudinally Laser Welded Ducts are made from   

B500 quality sheet in sheet thickness  0.75-1.00mm. The    

sheet is hot-galvanised with a zinc coating of minimum      

275g/m². All diameter measurements are internal.                                                                                                    

Our smooth interior bore and modular capability allows 

greater flexibility in the design and installation of a system, 

without  compromising system pressure through leakage or  

air turbulence inside the duct.                                                                     

Diameter: 80-400mm 

Galvanised Laser Welded Duct  

Advanced Duct Systems 
        Because Quality Matters 

ABN: 15137674750 

Ducts with dimensions other than those listed are available upon request. 

   Dimensional Specifications    

    Weight  Weight  Weight 

D Part # s  L=0.5m  L=1.0m  L=2.0m 

mm  mm  kg  kg  kg 

80 GWD080/.. 0.75  0.80  1.60  2.90 

         

100 GWD100/.. 0.75  1.00  2.00  3.70 

         

125 GWD125/.. 0.75  1.25  2.50  4.60 

         

140 GWD140/.. 0.75  1.40  2.80  5.10 

         

150 GWD150/.. 0.75  1.50  3.00  5.50 

         

160 GWD160/.. 0.75  1.60  3.20  5.80 

         

180 GWD180/.. 0.75  1.75  3.50  6.70 

         

200 GWD200/.. 0.75  2.00  4.00  7.20 

         

225 GWD225/.. 0.75  2.25  4.50  8.20 

         

250 GWD250/.. 0.75  2.50  5.00  9.00 

         

275 GWD275/.. 0.75  2.75  5.50  11.00 

         

300 GWD300/.. 0.75  2.85  5.70  11.00 
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