
ADS’s Telescopic ducts are made from B500 

quality sheet in sheet thickness 0.75-0.90mm. 

The sheet is hot-galvanised with a zinc coating 

of minimum 275g/m². All diameter 

measurements are internal.                                                                                                    

All telescopic are supplied with Lever Lock 

Rings with rubber insert.                                                                  

Diameter: 80-500 

 

Galvanised Telescopic Duct  

Advanced Duct Systems 
         Because Quality Matters 

ABN: 15137674750 

Ducts with dimensions other than those listed are available upon request. 

  Dimensional Specifications   

       

D s L A L1 Weight Part # 

mm mm mm mm mm kg  

80 0.75 500 50 450 0.99 GTD080 

100 0.75 500 50 450 1.20 GTD100 

120 GTD120 0.75 500 50 450 1.30 

125 0.75 500 50 450 1.45 GTD125 

140 0.75 500 50 450 1.60 GTD140 

150 0.75 500 50 450 1.70 GTD150 

160 0.75 500 50 450 1.80 GTD160 

180 0.75 500 50 450 2.07 GTD180 

200 0.75 500 50 450 2.29 GTD200 

225 0.75 500 50 450 2.53 GTD225 

250 0.75 500 50 450 2.78 GTD250 

275 0.75 500 50 450 3.07 GTD275 

300 0.75 500 50 450 3.37 GTD300 

315 GTD315 0.75 500 50 450 3.45 

325 GTD325 0.75 500 50 450 3.60 

350 0.75 500 50 450 3.95 GTD350 

375 GTD375 0.75 500 50 450 4.20 

400 0.90 500 50 450 5.00 GTD400 

450 0.90 500 50 450 5.70 GTD450 

500 0.90 500 50 450 6.30 GTD500 

NB: Telescopic duct is only one piece and does not 

include the outer duct as depicted in the diagram. 
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